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Executive Summary 

This report outlines the results of the project ά59w {ƛǘƛƴƎ ŀƴŘ hǇǘƛƳƛȊŀǘƛƻƴ ǘƻƻƭ ǘƻ ŜƴŀōƭŜ ƭŀǊƎŜ 

ǎŎŀƭŜ ŘŜǇƭƻȅƳŜƴǘ ƻŦ 59w ƛƴ /ŀƭƛŦƻǊƴƛŀέ undertaken through collaboration between the 

Lawrence Berkeley National Laboratory, the Lawrence Livermore National Laboratory, the SLAC 

National Accelerator Laboratory, the Argonne National Laboratory, the Brookhaven National 

Laboratory and the National Renewable Energy Laboratory. 

This project aims to address an emerging need for analysis and tools to understand the impact 

of DER adoption trends, driven by policies and incentives, on transmission and distribution 

system operations, and thus contribute key quantitative data to grid planning efforts. This 

document describes the architecture of the prototype software framework developed within 

the scope of the project, integration of underlying component models leveraged to power the 

new prototype, as well as demonstrations of the tools value when applied to three relevant 

uses cases. 

The necessary functionality of the prototype has been identified at multiple levels: 

transmission, distribution, and behind-the-meter: 

1. ability to run power flow analysis while considering the economics of grid planning and 

operations 

2. behind-the-meter DER deployment considering economic optimization of end-use 

customer objectives 

3. integration of transmission and distribution power flow models to assess impacts of DER 

deployment and operations on the bulk electric system 

4. integration of geospatial data through the development mapping and visualization 

functionality 

To achieve these capabilities, the tool leverages and integrates existing state-of-art tools for 

both behind-the-meter DER cost-optimization (DER-CAM) and distribution power flow analysis 

(GridLab-D, GridDyn), while also integrating new automation, mapping, and visualization 

capabilities (GIS). 
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The project also defined three use cases for to which the prototype software could be applied. 

The use cases are: 

¶ Estimation of aggregated DER deployment across large geographic areas 

¶ Estimation of optimal DER placement and DER impact on voltage stability at the 

distribution and transmission level 

¶ Estimate of optimal hourly DER operational strategies by end-use customers 

Examples results from each use case using the IEEE 123 standard test feeder to emulate 

ŘƛǎǘǊƛōǳǘƛƻƴ ŦŜŜŘŜǊǎ ƛƴ ŜŀŎƘ ƻŦ /ŀƭƛŦƻǊƴƛŀΩǎ Lh¦ǎΥ tDϧ9Σ {/9Σ ŀƴŘ {5Dϧ9 have been explored in 

subsequent sections.   
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Introduction 

Background 

The Grid Modernization Laboratory Consortium (GMLC)1 was established as a strategic 

partnership between the U.S. Department of Energy and the national laboratories to bring 

together leading experts, technologies, and resources to collaborate on the goal of modernizing 

the national electric grid.  One of the main components of this initiative is the Grid 

Modernization Lab Call, which is a comprehensive portfolio of research projects managed by 

the national laboratories. 

¢Ƙƛǎ ǇǊƻƧŜŎǘΣ ά59w {ƛǘƛƴƎ and Optimization tool to enable large scale deployment of DER in 

/ŀƭƛŦƻǊƴƛŀέΣ ƛǎ ǇŀǊǘ ƻŦ ǘƘŜ tƛƻƴŜŜǊ wŜƎƛƻƴŀƭ tŀǊǘƴŜǊǎƘƛǇǎ ŜǎǘŀōƭƛǎƘŜŘ ǿƛǘƘƛƴ ǘƘŜ ǎŎƻǇŜ ƻŦ Da[/ 

and consists of a joint collaboration between the Lawrence Berkeley National Laboratory, the 

Lawrence Livermore National Laboratory, the SLAC National Accelerator Laboratory, the 

Argonne National Laboratory, the Brookhaven National Laboratory and the National Renewable 

Energy Laboratory. It aims to address needs identified in California to meet state goals of 

integrating distributed energy resources in grid planning efforts. 

Brief Description 

Different states throughout the country are developing aggressive DER penetration targets. 

California is in the forefront of those efforts with statewide goals to integrate 14 GW of 

distributed energy resources, including 12 GW of renewable energy, into distribution systems2. 

These ambitious goals require overcoming challenges created by the lack of comprehensive 

tools to understand most cost-effective locations DER and impact on overall-system reliability. 

The goal of the project is to address this gap and increase the scope and visibility of grid 

planning efforts by developing a prototype software framework that couples behind-the-meter 

DER adoption models with T&D power flow co-simulation models, supported by geospatial 

                                                      

1 https://www.energy.gov/under-secretary-science-and-energy/grid-modernization-lab-consortium 
2 wǳǎǎŜƭƭΣ WŜŦŦǊŜȅ ŀƴŘ ²ŜƛǎǎƳŀƴΣ {ǘŜǾŜƴΣ Ϧ/ŀƭƛŦƻǊƴƛŀΩǎ ¢Ǌŀƴǎƛǘƛƻƴ ǘƻ [ƻŎŀƭ wŜƴŜǿŀōƭŜ 9ƴŜǊƎȅΥ мнΣллл aŜƎŀǿŀǘǘǎ ōȅ 
2020" (2012). Center for Law, Energy & the Environment Publications. 34. 
http://scholarship.law.berkeley.edu/cleepubs/34; CPUC Energy Storage Proceeding (R.15-03-011); AB 2868 (2016) 
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visualization capabilities. This document describes the architecture of the prototype software 

framework developed within the scope of the project, as well as the uses cases that support 

and demonstrate its use. 

Narrative  

Current practices in grid planning typically rely on a series of methods where behind-the-meter 

DER, distribution, and transmission studies are conducted separately. Behind-the-meter 

adoption of distributed energy resources (DER) is commonly handled with forecasting methods 

based on historic data, and distribution and transmission planning typically rely on the use of 

specific power flow tools that evaluate different solutions for given operating conditions. 

This practice limits the ability to perform holistic analyses that capture system-wide effects, 

which are particularly relevant in the context of high levels of behind-the-meter DER 

penetration and the associated reverse power flows and load ramping effects. Widespread 

rooftop PV, for instance, is currently leading to an important phenomenon commonly referred 

ǘƻ ŀǎ ǘƘŜ άŘǳŎƪ ŎǳǊǾŜέΣ ǊŜŦƭŜŎǘƛƴƎ ǘƘŜ ŘǊŀƳŀǘƛŎ ŎƘŀƴƎŜǎ ƛƴ ƴŜǘ ƭƻŀŘǎ ŘǳǊƛƴƎ ŀŦǘŜǊƴƻƻƴ ƘƻǳǊǎ ƻŦ 

PV production (Figure 1). 

 

Figure 1 - California's "Duck Curve" 
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Thus, planning and operating the grid of the future requires understanding the drivers to 

private deployment and operation of behind-the-meter DER, predicting the most likely 

locations in the grid where these investments will be made, and estimating the corresponding 

grid impacts, both in the distribution and transmission infrastructure. It is the outcome of this 

holistic analysis that supports identifying locations with the highest need for intervention and 

upgrades. 

 

To address this gap, the work conducted throughout this project led to the development of a 

prototype software framework that: a) integrates an optimization-based approach to estimate 

behind-the-meter DER investment and dispatch decisions with a Transmission & Distribution 

co-ǎƛƳǳƭŀǘƛƻƴ ƳƻŘŜƭΤ ōύ ŎƻƴǘǊƛōǳǘŜǎ ǘƻ ǘƘŜ ŀƴŀƭȅǘƛŎŀƭ ŦǊŀƳŜǿƻǊƪ ŘŜǾŜƭƻǇŜŘ ŦƻǊ /ŀƭƛŦƻǊƴƛŀΩǎ 

Distribution Resources Plans by providing mechanisms that go beyond current practices to 

enable additional flexibility to analyze DER deployment and operation scenarios. 

The framework proposed in this project leverages existing capabilities currently available at the 

National Labs. Specifically, an upgraded and customized version of Lawrence Berkeley National 

Laboratory's behind-the-meter DER optimization engine DER-CAM3 is used to find the most 

cost-effective behind-the-meter distributed generation and storage solutions and estimate 

private DER adoption patterns throughout distribution networks. These DER adoption results 

and corresponding dispatch decisions are reflected in distribution networks and integrated with 

[ŀǿǊŜƴŎŜ [ƛǾŜǊƳƻǊŜ bŀǘƛƻƴŀƭ [ŀōƻǊŀǘƻǊȅΩǎ ¢ǊŀƴǎƳƛǎǎƛƻƴ ŀƴŘ 5ƛǎǘǊƛōǳǘƛƻƴ Ŏƻ-simulation 

platform, ParGrid4, that couples GridLAB-D5 distribution level network models with GriDyn6 

transmission level network models and allows estimating DER impacts throughout the bulk 

electric grid. DER adoption results, as well DER dispatch and system level impacts are visualized 

through a new mapping and visualization platform developed by SLAC National Accelerator 

Laboratory. 

                                                      

3 https://building-microgrid.lbl.gov/projects/der-cam 
4 https://www.osti.gov/scitech/biblio/1238678-parallel-power-grid-simulation-toolkit 
5 http://www.gridlabd.org/ 
6 https://github.com/LLNL/GridDyn 
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The software developed in this project can be used to support multiple use cases, including the 

estimation of aggregate DER deployment across large geographic areas, the estimation of 

hourly DER profiles based on the co-optimization of stacked revenue streams associated with 

behind-the-meter distributed energy resources, and the estimation of grid impacts of DER 

deployment both at the distribution and transmission level. These use cases can be analyzed for 

multiple DER portfolio options and under multiple policy scenarios and programs, such as 

economic incentives or net metering mechanisms. 

In the remainder of this document we describe the architecture and different components of 

the prototype software framework and demonstrate its use under different use-cases and 

scenarios. Further, we discuss how the outcomes of this project can be leveraged to benefit 

/ŀƭƛŦƻǊƴƛŀΩǎ 5ƛǎǘǊƛōǳǘŜŘ wŜǎƻǳǊŎŜǎ tƭŀƴǎΣ ŀǎ ǿŜƭƭ ŀǎ ƛǘǎ ŀǇǇƭƛŎŀǘƛƻƴ ŀŎǊƻss different territories. 
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Prototype software framework 

Overview 

The software framework developed throughout this project leverages existing technologies 

available at the National Labs participating in the effort. These include both DER-CAM, a 

behind-the-meter DER investment and optimization tool developed by LBNL, and ParGrid, a co-

simulation platform for transmission & distribution networks developed by LLNL. The 

integration of these core components required new algorithms to enable interoperability 

between the tools, as well as new mapping and visualization capabilities developed by SLAC. 

An overview of the software architecture is presented in Figure 2. As illustrated, the overall 

workflow consists of parsing network data to extract topology and load information, which is 

then subject to a load disaggregation process leveraging residential and commercial end-use 

load databases. The resulting data is used to create a range of representative behind-the-meter 

investment cases, which are optimized based on existing tariffs, policy incentives, and DER 

options. The DER deployments suggested by this analysis are then aggregated back at the 

distribution level, and the resulting grid impacts are estimated by means of power flow analysis. 

Both DER deployments and grid impacts can be analyzed using the mapping and visualization 

platform. Additional details on each of the software components are presented in the following 

section. 

 

Figure 2 - Software architecture overview 
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DER-CAM 

The Distributed Energy Resources - Customer Adoption Model7 (DER-CAM) is a state-of-the-art 

decision support tool developed at LBNL with funding from the U.S. Department of Energy. It is 

used extensively both by academia and the industry to address the problem of optimally 

investing and scheduling DER and microgrids under multiple settings.  

The optimization model is formulated as a mixed integer linear program (MILP), and key inputs 

in DER-CAM include electric, heating, and cooling end-use customer loads, utility tariffs 

including electric and natural gas prices, techno-economic data of distributed generation 

technologies (including capital costs, operation and maintenance costs, electric efficiency, heat-

to-power ratio, sprint capacity, maximum operating hours, among others) and circuit topology 

to model multi-bus systems. 

Key outputs of DER-CAM include the optimal DER investment portfolio, the optimal sizing of 

each DER, the optimal placement of DER within the microgrid topology, and the optimal 

dispatch of all DER present in the solution, including any load management decisions such as 

load shifting, peak shaving, or load prioritized curtailments in the event of outages. In addition, 

DER-CAM outputs include extensive information on site-wide costs, energy consumption, and 

greenhouse gas emissions. Thus, the core application of the model is to find the optimal 

combination of technology portfolio, sizing, placement, and operation to supply all energy 

services required by the site under consideration, while optimizing the electric and heat energy 

flows to minimize costs and / or CO2 emissions. 

The targeted user-groups of DER-CAM include microgrid owners and site operators, industry 

stakeholders including equipment manufacturers, and policy makers. Key applications for 

microgrid owners and site operators include optimized investment recommendations based on 

site-specific loads, tariffs, and objectives. Applications for industry stakeholders include 

identifying cost and performance characteristics that will lead to adoption of their technologies 

in diverse segments of the market. For policy makers, key DER-CAM applications include 

                                                      

7 https://building-microgrids.lbl.gov 
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determining high-level impacts on distributed energy resource penetration levels, and 

anticipating customer adoption behaviors given changes in electricity rates, demand-response 

programs, and different regulations. 

DER-CAM supports a wide array of tariff designs found throughout the U.S. with time of use 

(TOU) rates, demand rates, and real-time pricing (RTP). Additionally, other specific programs 

can be analyzed, including feed-in tariffs, direct load control, and export. 

In this project, DER-CAM was leveraged as the optimization backend that finds the most cost-

effective behind-the-meter DER investment and dispatch decisions. This was done across the 

range of private customers connected to each transformer in distribution networks located in 

ŜŀŎƘ ƻŦ /ŀƭƛŦƻǊƴƛŀΩǎ Lh¦ ǎŜǊǾƛŎŜ ǘŜǊǊƛǘƻǊƛŜǎΦ Lƴ ƻǘƘŜǊ ǿƻǊŘǎΣ 59w-CAM was used to emulate the 

utility functions of private customers and estimate their decisions in reaction to external 

economic incentives. 

GridLab-D 

GridLab-D is an open source, free power distribution system simulation and analysis software 

developed by the U.S. Department of Energy (DOE) at Pacific Northwest National Laboratory 

(PNNL).  GridLab-D integrates the distribution system physical model, commercial and 

residential building load models, market business models, and user behavior models that can 

simulate most of distribution system operations from seconds to decades. GridLab-D uses an 

agent-base modeling framework that is very flexible and can be easily connected to other third-

party systems.  GridLab-D uses three types of power flow algorithms: Forward Backward Sweep 

(FBS), Gauss Seidel (GS) and Newton Raphson (NR). 

The GridLab-D system includes modules to perform the following system simulation functions:  

¶ Power flow and controls, including distributed generation and storage 

¶ End-use appliance technologies, equipment, and controls 

¶ Consumer behavior including daily, weekly, and seasonal demand profiles, price 

response, and contract choice 
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¶ Energy operations, such as distribution automation, load-shedding programs, and 

emergency operations 

¶ Business operations, such as retail rate, billing, and market-based incentive programs 

In this project, GridLab-D was used to simulate power flows at the distribution system level, 

based on loads estimated using DER-CAM and as part of the T&D co-simulation process. Results 

obtained from GridLab-D include voltage magnitude, as well as active and reactive power. 

GridDyn 

GridDyn is a power system simulator developed at Lawrence Livermore National Laboratory. 

The name is a concatenation of Grid Dynamics, and as such usually pronounced as "Grid Dine". 

It was created to meet a research need for exploring coupling between transmission, 

distribution, and communications system simulations. 

While good open source tools existed on the distribution side, the open source tools on the 

transmission side were limited in usability either in the language or platform or simulation 

capability, and commercial tools while quite capable simply did not allow the access to the 

internals required to conduct the research. Thus, the decision was made to design a platform 

that met the needs of the research project. 

Building off prior efforts in grid simulation, GridDyn was designed to meet the current and 

future research needs of the various grid related research and computational efforts. It is 

written in C++ making use of recent improvements in the C++ standards. It is intended to be 

cross platform with regard to operating system and machine scale. The design goals were for 

the software to be easy to couple with other simulation and be easy to modify and extend. It is 

very much still in development and as such, the interfaces and code are likely to change, in 

some cases significantly as more experience and testing is done. It is our expectation that the 

performance, reliability, capabilities, and flexibility will continue to improve as projects making 

use of the code continue and new ones develop. 

In this project, we leverage GridDyn to enable the coupling between Transmission and 

Distribution power flow simulations. 
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ParGrid 

ParGrid is a software 'wrapper' developed at Lawrence Livermore National Laboratory. ParGrid 

integrates a coupled Power Grid Simulation toolkit consisting of a library to manage the 

synchronization and communication of independent simulations. The included library code in 

ParGid, named FSKIT, is intended to support the coupling of multiple continuous and discrete 

event parallel simulations. The code is designed using modern object-oriented C++ methods 

utilizing C++11 and current Boost libraries to ensure compatibility with multiple operating 

systems and environments. 

Model Integration and Automation 

Model integration and automation aims at integrating the DER adoption model, based on 

multiple DER-CAM runs, with power flow analysis tools, such as GridLAB-D. Thus, the 

integration platform needs to read GridLAB-D files, extract and disaggregate net loads into 

representative buildings, run DER-CAM cases for each building, aggregate the results and parse 

them back to the network model format to allow power flow analysis. This integration platform 

includes different parsers, data analytics and interoperability modules that allow DER-CAM to 

be used as an adoption model for steady state analysis of the distribution grid. From the 

implementation perspective, this platform requires a software architecture that integrates 

three different frameworks: GridLAB-D, describing input and output structures, GAMS, where 

DER-CAM source code is implemented, and Python, to implement data analytics algorithms and 

interoperability modules. Figure 3 presents the architecture of the model integration and 

automation. 
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Figure 3 - Overview of Model Integration and Automation 

Circuit data parsing: The first step in integrating DER-CAM with GridLab-D and enabling an 

integrated analysis consists of parsing distribution system data. This includes capturing the 

attributes of different network elements, such as load data from distribution transformers, or 

the length, impedance, and thermal limit from each line segment. In this project, we use the 

IEEE 123 standard test feeder to emulate distribution ŦŜŜŘŜǊǎ ŀŎǊƻǎǎ ŜŀŎƘ ƻŦ /ŀƭƛŦƻǊƴƛŀΩǎ Lh¦ǎΦ 

Load disaggregation: Given the scarcity of data typically found in distribution network models, 

an important step in enabling an integrated system analysis consists of creating disaggregated 

load profiles, particularly in cases where only representative data is available. We developed 

ǘƘƛǎ ŎŀǇŀōƛƭƛǘȅ ǎǘŀǊǘƛƴƎ ōƻǘƘ ŦǊƻƳ άǎƴŀǇǎƘƻǘέ Řŀǘŀ ŀƴŘ ǘƛƳŜ-series data, for a given set of user-

defined assumptions (e.g. system peak timestamp, load classes, and customer distribution). 

Further, we implemented and tested several algorithms for disaggregation and optimized the 

process. This is illustrated in Figure 4, where the results obtained for different algorithms is 

presented (includes quadratic and mixed integer quadratic programming, with different 

supporting heuristics) 
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Figure 4 - Results of disaggregation for PG&E load data under different algorithms 

Generate DER-CAM input: The next step in the integrated analysis consists of generating the 

input parameters required to create and execute a DER-CAM model based on the 

disaggregation results. This was achieved by developing API endpoints that enable streamlining 

the use of information from the different DER-CAM databases (e.g. building load and weather 

data) and by developing a Python web-client for the DER-CAM server, both of which were 

integrated in the software prototype. 

Parsing and aggregation of DER-CAM results: Following the process of creating DER-CAM jobs 

and sending requests to the server, a new step of data parsing is required. A single DER-CAM 

model typically consists of several hundred thousand to a few million equations and variables, 

naturally leading to a very lengthy set of results. To limit the set of results to those relevant for 

the integrated analysis, we developed a parser that allows extracting and aggregating all 

meaningful DER-CAM results back to the node level. 

Model automation: Performing a comprehensive analysis around the impact of DER on 

distribution networks and understanding how it may be influenced by different tariff levels, 

requires building and executing a very large number of models, both behind-the-meter and at 

the distribution system level. Different optimizations and simulations must be carried out for 
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each modification made to each tariff of interest. To achieve this, we developed the API that 

enables executing an arbitrary number of DER-CAM runs and automate the respective power 

flow calculations. 

Mapping and Visualization 

The mapping and visualization tool is developed using the Django framework. Django is a high-

level Python Web framework that is widely used within industry.  The goal of the mapping and 

visualization tool is to parse, clean and visualize data from the co-simulation components 

(GridDyn, Gridlab-D and DERCAM), and the GIS information. All the source code and 

documentation are made available at https://github.com/eckara/GMLC. The developed tool 

can be host as a web-page, or it could be run locally using Python.  

The landing page includes brief description of the project, and the DER penetration scenarios 

included in the co-simulation analysis as shown in Figure 5. The visualization tool provides two 

different views for the distribution system, and a single view for the transmission system 

results. The distribution system results encapsulate DERCAM and Gridlab-D results, and the 

transmission system results show the GridDyn results.  These views can be accessed through 

the navigation bar. 
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Figure 5 - Landing page of the mapping and visualization tool 

The distribution system utility view shown in Figure 6 automatically grabs available scenario 

results in different territories and populates a drop-down menu for the user the select from. 

This view defaults to the previous query by the user, or to PG&E base scenario as default. 

 

Figure 6 - Distribution system utility view 



16 
 

The utility view includes a map of the system including the lines, substations, nodes and homes. 

The home, node and line elements on the map are interactive, and can be clicked to update the 

results presented in the graphs below the map. This interaction is obtained via dc.js, a high-

level interactive data visualization library.  

The graphs include a pie chart capturing the overall generation per end use type, an area chart 

showing the average monthly purchase as well as generation time series, a pie-chart which 

shows the overall monthly utility purchase portions per month, voltage magnitude on nodes, 

active power flows and reactive power flows on all three phases. If the user is interested in 

results from a certain node or a line element only, it is possible to click those elements on the 

map, and update the results displayed on the graphs. It is also possible to filter through 

weekend and weekday load profile results, and different months using the monthly utility 

purchase pie chart. In Figure 7, we demonstrate this capability on node 40 for the month of 

August on PG&E territory, and assuming possible investment in behind-the-meter PV. 

 

Figure 7 - Distribution system utility view, filtered results 

Note that it is possible to see the hourly solar generation within a typical weekday during the 

month of August, furthermore, we observe the imbalance at the node voltages, in particular an 

increase on Voltage B hinting that an unbalanced amount of solar generation panel could be 
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connected to Phase B. Finally, the generation per end use type pie-chart shows that all the PV 

installations are on residential locations for this node.  

Another key view for the mapping and visualization tool is the comparison view. The 

comparison view makes it possible to compare two scenarios side by side and is very similar to 

the utility view in terms of filtering function.  A snapshot of the comparison view is given in 

Figure 8 for reference, where the results are shown for the same node both in the reference 

(do-nothing) and PV deployment scenario. 

 

Figure 8 - Distribution system comparison view 

The transmission view includes the buses captured in the diagram given in Figure 9. These are 

included in the transmission simulation for different scenarios, with loads from SCE, PGE and 

SDGE to see impacts on the transmission network. 
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Figure 9 - GIS Transmission view 

The transmission results obtained from GridDyn includes voltage magnitude and angle, active 

and reactive power on buses, as well as, active and reactive power from and to at each line. 

These results are displayed on the transmission view, and similar interaction exists for each 

node and line on the map. 
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Distributed Resources Plans 

One of the key contributions delivered by this project consists of extending or complementing 

the analytical framework ŘŜǾŜƭƻǇŜŘ ǳƴŘŜǊ ǘƘŜ ŎƻƴǘŜȄǘ ƻŦ /ŀƭƛŦƻǊƴƛŀΩǎ 5ƛǎǘǊƛōǳǘŜŘ wŜǎƻǳǊŎŜǎ 

Plans (DRP). 

In this section, we summarize the current DRP legislation and analytical framework, and detail 

the different areas where the outcomes of this project may be beneficial. 

Legislation and Overview 

On October 7, 2013, California Assembly Bill 327 (AB 327) was signed into law by Governor Jerry 

Brown. As part of this Bill, Section 769 laid the groundwork for future planning focused on the 

integration of distributed energy resources (DEwύ ƛƴǘƻ /ŀƭƛŦƻǊƴƛŀΩǎ ŘƛǎǘǊƛōǳǘƛƻƴ ŜƭŜŎǘǊƛŎ ǎȅǎǘŜƳΦ 

Scheduled to take effect January 1, 2014, this section of the public utilities code required the 

three IOUs to file separate distribution resources plan (DRP) proposals by July 1, 2015. The DRP 

was designed to serve as a foundation for integrating DERs into shorter and longer-term 

planning and operations. The code described the structure and requirements for the reports to 

be written by each of the IOUs and served to identify optimal locations for DER deployment as 

well as present the path forward to thinking about DER integration into the existing distribution 

system. The text box below provides an excerpt containing this portion of the legislation. 

!ǎ ǎǘŀǘŜŘ ƛƴ ǘƘŜ ŎƻŘŜΣ άŘƛǎǘǊƛōǳǘŜŘ ŜƴŜǊƎȅ ǊŜǎƻǳǊŎŜǎΣέ ŀƭǎo commonly known as DER, refer to 

distributed renewable generation resources, energy efficiency (EE), energy storage, electric 

vehicles (EV) and demand response (DR) technologies, most of which are located on the 

customer-ǎƛŘŜ ƻŦ ǘƘŜ ƳŜǘŜǊΣ ŜΦƎΦΣ άōŜƘƛƴŘ ǘƘŜ ƳŜǘŜǊΦέ hƴŜ ƻŦ ǘƘŜ ŎƘŀƭƭŜƴƎŜǎ ƛƴ ŜǎǘŀōƭƛǎƘƛƴƎ 

consistent DER integration techniques is that each technology has different technical, 

installation, and operating characteristics that need to be considered. 

 

To help meet the goals stipulated in Section 769, the California Public Utilities Commission 

(CPUC) initiated a rulemaking, R.14-08-013 in August 2014 with the goal of establishing policies, 

procedures, and rules for the development of the DRPs. Appropriately named, R. 14-08-013 is 
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titled Order Instituting Rulemaking Regarding Policies, Procedures and Rules for Development 

of Distribution Resources Plans Pursuant to Public Utilities Code Section 769, the Assigned 

/ƻƳƳƛǎǎƛƻƴŜǊΩǎ wǳƭƛƴƎ ƻƴ DǳƛŘŀƴŎŜ ŦƻǊ tǳōƭƛŎ ¦ǘƛƭƛǘƛŜǎ /ƻŘŜ {ŜŎǘƛƻƴ тсф ς Distribution Resource 

Planning.  

This Order provided a schedule for stakeholder engagement with the IOUs, including a 

workshop and conference as well as consideration of a think piece written by California 

LƴǎǘƛǘǳǘŜ ƻŦ ¢ŜŎƘƴƻƭƻƎȅΩǎ wŜǎƴƛŎƪ {ǳǎǘŀƛƴŀōƛƭƛǘȅ LƴǎǘƛǘǳǘŜ ǘƛǘƭŜŘ άMore than Smart: A Framework 

ǘƻ aŀƪŜ ǘƘŜ 5ƛǎǘǊƛōǳǘƛƻƴ DǊƛŘ aƻǊŜ hǇŜƴΣ 9ŦŦƛŎƛŜƴǘΣ ŀƴŘ wŜǎƛƭƛŜƴǘΦέ ¢Ƙƛǎ ǇŀǇŜǊ ǿŀǎ ŘŜǎƛƎƴŜŘ ǘƻ 

ǇǊƻǾƛŘŜ άǎǘǊŀǘŜƎƛŎ ŦǊŀƳŜǿƻǊƪǎ ŀƴŘ ƎǳƛŘƛƴƎ ǇǊƛƴŎƛǇƭŜǎέ ŦƻǊ ǎǘŀƪŜƘƻƭŘŜǊǎ ŀƴŘ ǇƻƭƛŎȅƳŀƪŜǊǎ ƛƴ ǘƘŜ 

development of the DRPs. The paper presented four principles for consideration: 

Distribution planning should start with a comprehensive, scenario driven, multi stakeholder 

planning process that standardizes data and methodologies to address locational benefits and 

costs of distributed resources. 

/ŀƭƛŦƻǊƴƛŀΩǎ ŘƛǎǘǊƛōǳǘƛƻƴ ǎȅǎǘŜƳ ǇƭŀƴƴƛƴƎΣ ŘŜǎƛƎƴ ŀƴŘ ƛƴǾŜǎǘƳŜƴǘǎ ǎƘƻǳƭŘ ƳƻǾŜ ǘƻǿŀǊŘǎ ŀƴ 

open, flexible, and node-friendly network system (rather than a centralized, linear, closed one) 

that enables seamless DER integration. 

/ŀƭƛŦƻǊƴƛŀΩǎ ŜƭŜŎǘǊƛŎ ŘƛǎǘǊibution service operators (DSO) should have an expanded role in utility 

distribution operations (with CAISO) and should act as a technology-neutral marketplace 

coordinator and situational awareness and operational information exchange facilitator while 

avoiding any operational conflicts of interest. 

Flexible DER can provide value today to optimize markets, grid operations and investments. 

California should expedite DER participation in wholesale markets and resource adequacy, 

unbundle distribution grid operations services, create a transparent process to monetize DER 

services and reduce unnecessary barriers for DER integration. 

These four principles represent what the CPUC refers to as the More Than Smart initiative that 

ŀǊŜ ƛƴŎƭǳŘŜŘ ƛƴ ǘƘŜ /t¦/Ωǎ CƻǊƳŀƭ Dǳƛdance to the IOUs (CPUC Final Guidance Assigned 
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Commissioner Ruling on Distribution Resource Plans, Filed February 6, 2015 under OIR 14-08-

013). For each regulated utility, the Formal Guidance provided the exact structure for the DRP. 

California Public Utilities Code Section 769 

http://leginfo.legislature.ca.gov/faces/codes_displaySection.xhtml?lawCode=PUC&sectionNum=769 

  

DIVISION 1. REGULATION OF PUBLIC UTILITIES [201 - 3260] 

(Division 1 enacted by Stats. 1951, Ch. 764.)  

PART 1. PUBLIC UTILITIES ACT [201 - 2120] 

(Part 1 enacted by Stats. 1951, Ch. 764.)  

CHAPTER 4. Regulation of Public Utilities [701 - 920] 

(Chapter 4 enacted by Stats. 1951, Ch. 764.)  

ARTICLE 3. Equipment, Practices, and Facilities [761 - 788] 

(Article 3 enacted by Stats. 1951, Ch. 764.) 

  

Section 769. 

тсфΦ όŀύ CƻǊ ǇǳǊǇƻǎŜǎ ƻŦ ǘƘƛǎ ǎŜŎǘƛƻƴΣ άŘƛǎǘǊƛōǳǘŜŘ ǊŜǎƻǳǊŎŜǎέ ƳŜŀƴǎ ŘƛǎǘǊƛōǳǘŜŘ ǊŜƴŜǿŀōƭŜ generation 

resources, energy efficiency, energy storage, electric vehicles, and demand response technologies. 

(b) Not later than July 1, 2015, each electrical corporation shall submit to the commission a 

distribution resources plan proposal to identify optimal locations for the deployment of distributed 

resources. Each proposal shall do all of the following: 

(1) Evaluate locational benefits and costs of distributed resources located on the distribution system. 

This evaluation shall be based on reductions or increases in local generation capacity needs, avoided 

or increased investments in distribution infrastructure, safety benefits, reliability benefits, and any 

other savings the distributed resources provide to the electrical grid or costs to ratepayers of the 

electrical corporation. 

(2) Propose or identify standard tariffs, contracts, or other mechanisms for the deployment of cost-

effective distributed resources that satisfy distribution planning objectives. 

(3) Propose cost-effective methods of effectively coordinating existing commission-approved 

programs, incentives, and tariffs to maximize the locational benefits and minimize the incremental 

costs of distributed resources. 

(4) Identify any additional utility spending necessary to integrate cost-effective distributed resources 

http://leginfo.legislature.ca.gov/faces/codes_displaySection.xhtml?lawCode=PUC&sectionNum=769
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into distribution planning consistent with the goal of yielding net benefits to ratepayers. 

(5) Identify barriers to the deployment of distributed resources, including, but not limited to, safety 

standards related to technology or operation of the distribution circuit in a manner that ensures 

reliable service. 

(c) The commission shall review each distribution resources plan proposal submitted by an electrical 

corporation and approve, or modify and approve, a distribution resources plan for the corporation. 

The commission may modify any plan as appropriate to minimize overall system costs and maximize 

ratepayer benefit from investments in distributed resources. 

(d) Any electrical corporation spending on distribution infrastructure necessary to accomplish the 

distribution resources plan shall be proposed and considered as part of the next general rate case for 

the corporation. The commission may approve proposed spending if it concludes that ratepayers 

would realize net benefits and the associated costs are just and reasonable. The commission may also 

adopt criteria, benchmarks, and accountability mechanisms to evaluate the success of any investment 

authorized pursuant to a distribution resources plan. 

 

Review of Key Components of California DRPs 

On July 1, 2015, all six regulated investor-owned utilities in California submitted their DRP 

applications for approval by the CPUC. In this section we provide a summary of some of the key 

components of the reports for the three main IOUs in the state ς Pacific Gas & Electric, 

Southern California Edison, and San Diego Gas & Electric. 

As previously mentioned, the Formal Guidance for the DRPs to the IOUs asked each utility to 

address a series of analytical frameworks as a means of facilitating the integration of DERs in a 

potential future with enhanced DER penetration. The three analytical frameworks include ς 

integration capacity analysis, optimal location benefit analysis, and DER growth scenarios. For 

the three major IOUs, we discuss each of these frameworks. 

Integration Capacity Analysis 

Although slight differences exist, each of the three major California IOUs adhered to a 

consistent methodology for conducting their integrated capacity analysis (ICA). Here we 

summarize what was done for each of the major utilities. 
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Pacific Gas & Electric 

Pacific Gas & Electric (PG&E) represents one of the largest combined natural gas and electric 

utility companies in the U.S. As the largest investor-owned electric and gas utility operating in 

the state of California, PG&E covers over 70,000 square miles and serving approximately 16 

million people in the northern half of the state. The DRP submitted by PG&E helps support the 

Smart Grid Program, Electric Program Investment Charge (EPIC), and GRC-funded initiatives and 

facilitate modernization of its electric distribution system as well as accommodate two-way 

Ŧƭƻǿǎ ƻŦ ŜƴŜǊƎȅ ŀƴŘ ŜƴŜǊƎȅ ǎŜǊǾƛŎŜǎΦ !ǎ ǎǘŀǘŜŘΣ ǘƘŜ 5wt ǿƛƭƭ ƘŜƭǇ ǿƛǘƘ άŜƴŀōƭƛƴƎ ŎǳǎǘƻƳŜǊ 

choice for new technologies and services and providing new opportunities for new DERs to be 

ƛƴǘŜƎǊŀǘŜŘ ƻƴǘƻ ǘƘŜ ƎǊƛŘΦέ  

PG&E performed the Integration Capacity Analysis (ICA) as a way of determining the amount of 

potential available DER within the distribution system. The analysis considered more than 3,000 

distribution feeders containing roughly 500,000 nodes across more than 100,000 line sections. 

The line sections that PG&E chose represent those most impacted by changes in installed DER, 

while the nodes chosen represent the broad range of hosting capacity that consider varying 

levels of impedance in the system. The methodology PG&E used to perform the ICA is similar to 

the EPRI approach for representing the hosting capacity for PV interconnection.  The Formal 

Guidance required each of the 3 major utilities to use similar approaches to maintain 

consistency and transparency among these utilities. 

The PG&E ICA used a load forecasting tool, LoadSEER by Integral Analytics, to assess the 

impacts on load and generation as a means of informing potential future investments. For the 

ICA, PG&E developed hourly load profiles at the feeder, substations, and system level using 

SCADA metering data for approximately 245 Distribution Planning Areas designed to represent 

a typical day for various customer types in the PG&E service territory.  A power flow modeling 

tool, CYMDIST by CYME International was also used in the ICA to assess impacts on power flow 

down to the transformer level within the distribution system. The tool considered conductors, 

line devices, loads, and generation. Using both the load forecasting tool and the power flow 

model, PG&E evaluated various power system criteria including thermal limits, power quality or 

voltage limitations, protective line limitations including fuses and relays, and various 
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safety/reliability issues. Taken from the PG&E DRP, Figure 10 below shows the various criteria 

considered in the power flow analysis as indicated by the Initial Analysis, together with 

additional consideration for future analysis (PG&E DRP, pg. 33). 

 

Figure 10 - Criteria for Power System DER Capacity Limits 

In the PG&E ICA analysis, the thermal limits for each hour were assumed for each substation 

transformer, circuit breaker, primary conductor as well as main/tap line devices. For this set of 

equipment, the ICA compared on an hourly basis whether the DER asset is within these limits.  

With respect to protection criteria, the ICA considered that DER can lower the amount of fault 

current that is coming from the substation and that a possible fault contribution from the DER 

might trip the feeder or impact fuse limits of a device. For power quality, the ICA considered 

voltage flicker and modeled the maximum DER size that keeps the voltage flicker below a given 

threshold. And considering safety and reliability, the ICA avoids potentially unsafe islanding 

situations as well as limiting transmission system DER penetration. Whatever power system 

criterion that has the most limiting capacity impacts establishes the ICA result for that line 

section. 
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The results of the ICA are provided on a public-facing website called the Renewable Auction 

Mechanism (RAM) Map.  The map shows each line by color coding the maximum DER capacity 

as a way of informing DER developers and customers where the most attractive or constrained 

areas for DER siting are located. Also provided as part of the results of the ICA are the total DER 

capacity by each PG&E county, indicating that Fresno County has the greatest potential for DER 

growth within this service territory at more than 316 MW followed by Santa Clara (171 MW), 

Contra Costa (154 MW), Alameda (141 MW), and Kern counties (124 MW). As the DRP states, 

the results from the ICA are only considered up to the substation level and therefore does not 

account for impacts or influences occurring in the transmission system. 

Along those lines, it is important to note here that the power flow modeling considered in the 

LBNL-led GMLC project offers a much more sophisticated representation of not only the 

distribution system flow components but also includes consideration of the upstream 

transmission system impacts, as discussed in Section 1.3. 

Southern California Edison 

Southern California Edison, a subsidiary of Edison International, is the 2nd largest electric utility 

in California, serving more than 14 million people and covering more than 50,000 square miles 

in the Central, Coastal, and Southern portions of the state. SCE maintains more than 105,000 

miles of distribution line and 1.4 million electricity poles. Acknowledging that the electric grid of 

the future will look a lot different than it does today, SCE is focusing its distribution planning 

efforts that consider bidirectional flow from a variety of different generation sources with 

widely varying usage characteristics. In 2015, SCE estimated more than 4,300 MW of DER 

deployed in its service territory, more than half comprised of energy efficiency or demand 

response and most of the other half from distributed renewable resources. The DRP is well 

ŀƭƛƎƴŜŘ ǿƛǘƘ {/9Ωǎ 9ƴŜǊƎȅ 9ŦŦƛŎƛŜƴŎȅΣ /ŀƭƛŦƻǊƴƛŀ {ƻƭŀǊ LƴƛǘƛŀǘƛǾŜΣ ŀƴŘ {ŜƭŦ DŜƴŜǊŀǘƛƻƴ LƴŎŜƴǘƛǾŜ 

Programs that will incentivize expected DER adoption. 

The methodology used by SCE to perform the ICA is consistent with the other California IOUs. 

{/9Ωǎ L/! ǉǳŀƴǘƛŦƛŜǎ ǘƘŜ 59w ǇƻǘŜƴǘƛŀƭ ǿƛǘƘƛƴ ƛǘǎ ǎŜǊǾƛŎŜ ǘŜǊǊƛǘƻǊȅ ŎƻƴǎƛŘŜǊƛƴƎ ŎƻƴǎǘǊŀƛƴǘǎ ƻŦ 

thermal ratings, protection system limits, and power quality and safety standards of existing 
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equipment similar to what PG&E considered. SCE partnered with EPRI to help benchmark 

ǊŜǎǳƭǘǎ ŀƴŘ ǊŜǾƛŜǿ ƘƻǎǘƛƴƎ ŎŀǇŀŎƛǘȅ ǇŀǊŀƳŜǘŜǊǎΦ {/9 ŀƭǎƻ ǿƻǊƪŜŘ ǿƛǘƘ /ƻƻǇŜǊ tƻǿŜǊ {ȅǎǘŜƳǎΩ 

CYME Distribution Analysis and Scripting Tool as a means of performing the ICA by modeling 

the distribution system down to the line level. Each distribution circuit was divided into four 

line segments as a way of enabling flexibility in managing loads, especially with high levels of 

DER. 

SCE considered a group of 30 representative circuits using a k-means clustering technique to 

allow for ease of scaling across the entire service territory. The distance from the substations to 

the circuit and its inherent resistance was used as a direct means of extrapolating results from 

the ICA to each circuit in the territory. As such, the hosting capacity decreases as the resistance 

from the source substation increases. Based on the representative circuits assumed in the 

analysis, higher voltage lines have a higher hosting capacity. SCE believes the approaches used 

for the DRP will be useful for future analyses. 

Per the Formal Guidance, the results of the ICA were made available through publicly available 

ǿŜōǎƛǘŜ ǎƘƻǿƛƴƎ ƎŜƻǎǇŀǘƛŀƭ ƳŀǇǎ ƻŦ ǘƘŜ 59w ƘƻǎǘƛƴƎ ŎŀǇŀŎƛǘȅ Řƻǿƴ ǘƻ ǘƘŜ ŎƛǊŎǳƛǘ ƭŜǾŜƭΦ {/9Ωǎ 

mapping tool, DERiM, was designed for customers and developers to easily view specific 

locations and allow for filtering by voltage size or hosting capacity threshold as a way of 

informing potential developers. 

San Diego Gas & Electric 

San Diego Gas & Electric, a division of Sempra Energy, is the third largest regulated public utility 

in California, serving 3.6 million people through 1.4 million metered customers spanning 4,100 

square miles across San Diego and Orange counties. As of May 2015, the utility estimated a 

total of 17,000 PEVs. 

Consistent wiǘƘ tDϧ9 ŀƴŘ {/9Σ {5Dϧ9Ωǎ L/! ƳŜǘƘƻŘƻƭƻƎȅ ŀǊŜ ǎƛƳƛƭŀǊ ǿƛǘƘ ǎƭƛƎƘǘ ŘƛŦŦŜǊŜƴŎŜǎ ŀǎ 

a result of design standards and operating criteria. For the DRP, SDG&E worked with Integral 

Analytics (IA) to serve as a secondary check of SDG&E methodology. As was done in PG&E, the 

LoadSEER software package was used to provide spatial load forecasting. Each distribution 

circuit was divided into three zones and simulated to add DER generation to each zone until 
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one or more limits was exceeded. The model was run by placing the max generator at the end 

of each zone and run with a power flow model to check for voltage threshold violations (> +/-

3%), thermal exceedances of equipment, and any faults on the line. If the scenario passed these 

3 criteria, the line was assumed to be ok with this capacity amount for DER. Each circuit is 

evaluated at two distances from the main feeder representing rural and urban locations. The 

three same limits ς thermal, voltage, and protection that were considered by PG&E and SCE are 

part of the SDG&E ICA and provided as a publicly available webpage mapping RAM tool. 

Optimal Location Benefit Analysis 

The Guidance Ruling directs the structure of the locational net benefits methodology.  The 

approach is consistent across the utilities, with SDG&E and SCE referring to it as the Locational 

Net Benefits Methodology (LNBM) in the DRPs. Using this methodology, the results presented 

in the DRP provides the potential cost, either avoided or increased, as a result of DER 

placement at specific locations within the distribution system. As a starting point, each utility 

used the CPUC-approved Cost-Effectiveness Calculator developed by E3 as well as other 

ŎƻƳǇƻƴŜƴǘǎ ƴƻǘ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ ǘƘŜ DǳƛŘŀƴŎŜ wǳƭƛƴƎΩǎ ǾŀƭǳŜ ŎƻƳǇƻƴŜƴǘǎΦ ²ƛǘƘ ŎƻƻǊŘƛƴŀǘƛƻƴ 

among the CPUC, SCE, SDG&E, and PG&E as well as other stakeholders, the E3 model selected 

for this analysis was the Distributed Energy Resources Avoided Cost Calculator (DERAC). 

Starting with the DERAC tool and then with additional considerations, the locational benefit 

analysis considers nine components as described below: 

1. ¢ƘŜ ŦƛǊǎǘ ƛǎ ǘƘŜ ά{ǳō-Transmission, Substation, and Feeder Capital and Operating 

9ȄǇŜƴŘƛǘǳǊŜǎέ ǿƘƛŎƘ ǊŜǇǊŜǎŜƴǘ ǘƘŜ ŀǾƻƛŘŜŘ ƻǊ ƛƴŎǊŜŀǎŜŘ Ŏƻǎǘǎ ŀǎǎƻŎƛŀǘŜŘ ǿƛǘƘ 

changes in forecast load growth. This consideration includes possible deferred need 

to invest in substation or distribution line upgrades as a result of more DER 

penetration. The analysis considered estimates the locational impact as the 

difference between the deferral benefits and the capacity-related costs for 

interconnecting DERs at the feeder level. Because different DER technologies 

provide benefits at different times of the day, the analysis needs to consider the 

hourly profile of say the DG PV generation together with load profile at the site and 
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its ability to offer economic benefits without potentially exacerbating the duck-curve 

phenomenon. 

2. ¢ƘŜ ά±ƻƭǘŀƎŜ ŀƴŘ tƻǿŜǊ vǳŀƭƛǘȅ ŀƴŘ hǇŜǊŀǘƛƴƎ 9ȄǇŜƴŘƛǘǳǊŜǎέ ǊŜǇǊŜǎŜƴǘ ǘƘŜ ǾƻƭǘŀƎŜ 

or power quality impact as a result of DER output typically occurs during peak load 

periods and is represented as the difference between the deferral benefits and the 

voltage or power quality costs of interconnecting DERs at the feeder level. 

3. ¢ƘŜ ά9ƭŜŎǘǊƛŎ 5ƛǎǘǊƛōǳǘƛƻƴ wŜƭƛŀōƛƭƛǘȅκwŜǎƛƭƛŜƴŎȅ /ŀǇƛǘŀƭ ŀƴŘ hǇŜǊŀǘƛƴƎ 9ȄǇŜƴŘƛǘǳǊŜǎέ 

component represents the deferred or accelerated need for additional reliability or 

resiliency investments, which typically is of concern during peak load hours and is 

considered at the feeder level. 

4. ¢ƘŜ ά5ŜŦŜǊǊŜŘ 9ƭŜŎǘǊƛŎ ¢ǊŀƴǎƳƛǎǎƛƻƴ /ŀǇŀŎƛǘȅ /ŀǇƛǘŀƭ ŀƴŘ hǇŜǊŀǘƛƴƎ 9ȄǇŜƴŘƛǘǳǊŜǎέ ŀǎ 

its name suggests refers to the avoided or increased transmission line or substation 

costs associated with potential enhanced DER. This component is represented as the 

difference between the deferral benefit and the transmission capacity costs for 

interconnecting DERs at the substation level. 

5. ¢ƘŜ ά{ȅǎǘŜƳ ƻǊ [ƻŎŀƭ w! /ƻǎǘǎέ ŀǊŜ ǘƘŜ ŀǾƻƛŘŜŘ ƻǊ ƛƴŎǊŜŀǎŜŘ Ŏƻǎǘǎ ƛƴŎǳǊǊŜŘ ǘƻ 

procure RA capacity. The amount of DER capacity not including what is considered in 

the CEC IEPR load forecast or other studies used to estimate RA requirements using 

an Equivalent Load Carrying Capability (ELCC) approach. The marginal ELCC is used to 

determine the impact due to DERs and uses a price forecast of system RA to 

estimate the price impact at the LCR area level. άCƭŜȄƛōƭŜ w!έ ǊŜŦŜǊǎ ǘƻ ǘƘŜ ŀǾƻƛŘŜŘ 

or increased costs when flexible RA capacity is procured. The amount of flexible RA 

is determined as the difference with and without DER in place and considers the 

hourly dispatch constraints throughout the day of resources like PV. 

6. ¢ƘŜ άDŜƴŜǊŀǘƛƻƴ 9ƴŜǊƎȅ ŀƴŘ DIDέ ǊŜǇǊŜǎŜƴǘ ǘƘŜ ŀǾƻƛŘŜŘ ƻǊ ƛƴŎǊŜŀǎŜŘ Ŏƻǎǘ ǘƻ 

purchase electricity and the related cost of GHG emissions using hourly load profiles 

specific to each DER that would be translated to an impact on cost including the 

sǘŀǘŜΩǎ /ŀǇ ŀƴŘ ¢ǊŀŘŜ DID ŜƳƛǎǎƛƻƴǎ ŎƻǎǘΦ  ¢Ƙƛǎ ŎƻƳǇƻƴŜƴǘ ǿƻǳƭŘ ōŜ ŎƻƴǎƛŘŜǊŜŘ ŀǘ 

ǘƘŜ /!L{h tbƻŘŜ ƭŜǾŜƭΦ ά9ƴŜǊƎȅ [ƻǎǎŜǎέ ŀǊŜ ǘƘŜ ŀǾƻƛŘŜŘ ƻǊ ƛƴŎǊŜŀǎŜŘ ŜƭŜŎǘǊƛŎƛǘȅ Ŏƻǎǘǎ 
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due to losses on the T&D system that result from either an increase or decrease in 

DER presence in the system. For this component, an hourly loss factor is estimated 

based on whether the DER asset is not generating and losses are present or vice-

ǾŜǊǎŀ ŀǘ ǘƘŜ ƭƛƴŜ ǎŜŎǘƛƻƴ ƭŜǾŜƭΦ ά!ƴŎƛƭƭŀǊȅ {ŜǊǾƛŎŜǎέ ŀǊŜ ǘƘŜ ŀǾƻƛŘŜŘ ƻǊ ƛƴŎǊŜŀǎŜŘ Ŏƻǎǘǎ 

to procure ancillary services using a PG&E rule of thumb that ancillary service costs 

can be captured by increasing the energy price forecast by 1 percent, a common 

ŀǎǎǳƳǇǘƛƻƴ ŀƭǎƻ ǳǎŜŘ ƛƴ ǘƘŜ 59w!/ ǘƻƻƭΦ άwt{έ ƛǎ ǘƘŜ ŀǾƻƛŘŜŘ ƻǊ ƛƴŎǊŜŀǎŜŘ Ŏƻǎǘǎ ǘƻ 

procure energy to meet RPS requirements based on a determined RPS price 

premium. 

7. ¢ƘŜ άwŜƴŜǿŀōƭŜ LƴǘŜƎǊŀǘƛƻƴ /ƻǎǘǎέ ŀǊŜ ǘƘŜ ŀǾƻƛŘŜŘ ƻǊ ƛƴŎǊŜŀǎŜŘ ƎŜƴŜǊŀǘƛƻƴ-related 

costs associated with integrating renewable resources. For DERs that avoid RPS 

procurement from wind or solar, the integration cost for the wind and solar is also 

avoided. For DERs that are wind or solar, an integration cost is included. 

8. ¢ƘŜ ά{ƻŎƛŜǘŀƭ !ǾƻƛŘŜŘ /ƻǎǘǎ [ƛƴƪŜŘ ǘƻ 5ŜǇƭƻȅƳŜƴǘ ƻŦ 59wǎέ ŀǊŜ ǘƘŜ ŀǾƻƛŘŜŘ ƻǊ 

incremental costs to society that are not tied to utility rates or costs. 

9. ¢ƘŜ άtǳōƭƛŎ {ŀŦŜǘȅ !ǾƻƛŘŜŘ /ƻǎǘǎ [ƛƴƪŜŘ ǘƻ 5ŜǇƭƻȅƳŜƴǘ ƻŦ 59wǎέ ŀǊŜ ǘƘŜ ŘŜŎǊŜŀǎŜŘ 

or increased safety costs not represented in other components of the analysis. 

With these considerations, the locational benefits methodology can easily be integrated into 

long-term planning initiatives including the CEC IEPR, and CPUC TPP and LTPP as the future of 

DER evolves over time. 

DER Growth Scenarios 

A total of three 10-year scenarios of forecasted DER growth by technology through 2025 are 

presented as part of the growth scenarios required in each DRP. Included with each scenario is 

an estimate of the DER geographic dispersion down to the feeder level and distribution 

planning impacts. The growth scenario analysis considered a wide range of DER technologies at 

or above 20 MW in size ς energy efficiency, demand response, distributed generation in the 

form of solar PV, CHP, or fuel cells, retail storage, PEVs, CHP on a CHP Feed in Tariff Program, 

wholesale solar and biomass, and wholesale storage.  
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According to the DRP, the approach used to conduct the growth scenario analysis represents an 

industry-leading effort by the major IOUs in California as the Guidance Ruling required 

geospatial dispersion of DER growth scenarios. The three scenarios are generally consistent 

with the CEC IEPR forecasts: 

¶ Scenario 1 ς ¢ǊŀƧŜŎǘƻǊȅ όƻǊ 9ȄǇŜŎǘŜŘύ 59w DǊƻǿǘƘ ƛǎ ǎƛƳƛƭŀǊ ǘƻ /9/Ωǎ /95κL9tw 59w 

forecast 

¶ Scenario 2 ς High DER Growth reflects adoption that is possible with increased policy 

interventions and technology/market innovations 

¶ Scenario 3 ς Very High DER Growth is a scenario that is only likely to occur with 

significant policy interventions 

{ŎŜƴŀǊƛƻ м ƛǎ ŘŜǎƛƎƴŜŘ ǘƻ ǊŜǇǊŜǎŜƴǘ ŀ ƳƻŘŜǎǘ ōŀǎŜ ŎŀǎŜ ǎŎŜƴŀǊƛƻ ŦƻǊ /ŀƭƛŦƻǊƴƛŀΩǎ ǊŜǎƻǳǊŎŜ ŀƴŘ 

infrastructure planning with little change from existing procurement policies or business 

practices. This case assumes no additional demand-side small PV or CHP so Scenario 1 assumed 

procurement targets for both as established by CPUC in its LTPP. This scenario was designed to 

largely mimiŎ /9/Ωǎ нлмп L9tw ΨǘǊŀƧŜŎǘƻǊȅΩ ŎŀǎŜΦ 

{ŎŜƴŀǊƛƻ н ƛǎ ǎƛƳƛƭŀǊ ǘƻ ǘƘŜ /9/Ωǎ L9tw IƛƎƘ DǊƻǿǘƘ ŎŀǎŜ Ǉƭǳǎ ŀŘŘƛǘƛƻƴŀƭ ƛƴŦƻǊƳŀǘƛƻƴ ŦǊƻƳ 59w 

developers and LSEs regarding their forecasted DER. The major IOUs issued a solicitation on the 

DER service list requesting third party DER owners and/or vendors to provide any non-

confidential DER growth forecast data for consideration in Scenario 2.  This scenario assumes 

more cost-effective PV, moderate residential Zero Net Energy driven adoption, and some relief 

to market barriers for DER growth. 

Scenario 3 represents a very high potential DER growth assumption that incorporates the 

ǎǘŀǘŜΩǎ Ǝƻŀƭǎ ŦƻǊ DID ǊŜŘǳŎǘƛƻƴǎΣ ǊŜǎƻǳǊŎŜ ŀŘŜǉǳŀŎȅΣ ǘǊŀƴǎƳƛǎǎƛƻƴ ǎȅǎǘŜƳ ƴŜŜŘǎΣ ŀƴŘ 

distribution reliability and resiliency. This case takes into ŎƻƴǎƛŘŜǊŀǘƛƻƴ ǘƘŜ DƻǾŜǊƴƻǊΩǎ нлол 

Energy Policy Goals of 50% of electricity from renewables, 50% reduction in petroleum-fueled 

cars, 50% reduction in electricity used in existing buildings, Zero Net Energy Goals, the 
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/ƻƳƳƛǎǎƛƻƴΩǎ нлнл 9ƴŜǊƎȅ {ǘƻǊŀƎŜ ǊŜǉǳƛǊŜƳŜƴǘǎΣ ŀƴŘ ǘƘŜ /ƻƳƳƛǎǎƛƻƴΩǎ 5ŜƳŀƴŘ wŜǎǇƻƴǎŜ 

Goal of 5% of peak load among others. 

The figures below show the estimated impact from each growth scenario over time for two of 

the three major IOUs in California, PG&E and SDG&E, respectively. SCE did not provide a 

comparable illustration in their DRP. 

 

Figure 11 - PG&E Estimated Impact on System Peak under Growth Scenarios 

 

Figure 12 - SDG&E Estimated Impact on Peak Demand under Growth Scenarios 
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Extending the Benefits of California Utility DRPs to Current Work 

¢ƘŜ 5wtǎ ǎǳǇǇƻǊǘ /ŀƭƛŦƻǊƴƛŀΩǎ ŜƴŜǊƎȅ ǇƻƭƛŎȅ ƛƴƛǘƛŀǘƛǾŜǎ ƻŦ ŀŎƘƛŜǾƛƴƎ ȅŜŀǊ нлнл ŀƴŘ нлрл 

greenhouse gas (GHG) reduction targets while recognizing the important role that DERs may 

have in meeting these goals. They also support the modernization of the electric distribution 

system to accommodate bi-directional flow of electricity as well as provide graphical geospatial 

animations for DERs opportunities. The efforts of the DRP have laid important groundwork in 

ǘƘŜ ǎǘŀǘŜΩǎ Ƴƛǎǎƛƻƴ ƛƴ ŜƴǾƛǎƛƻƴƛƴƎ ŀ ŦǳǘǳǊŜ ǘƘŀǘ Ŏŀƴ ŜŦŦƛŎƛŜƴǘƭȅ ŀƴŘ ǎǳŎŎŜǎǎŦǳƭƭȅ ŀŎŎƻƳƳƻŘŀǘŜ ŀ 

large amount of DER. The efforts of this project are a direct complement to many key facets of 

the DRPs as discussed below. 

Transmission System Feedback 

The DRPs submitted by the utilities served as an important foundation for thinking about the 

longer term vision of enhanced DER penetration throughout California.  Some parts of the DRPs 

considered analysis down to the transformer or feeder level with sub-daily time steps, but 

power flow modeling performed in the ICA analysis was confined to the distribution system. 

The power flow modeling considered in this project offers a much more sophisticated 

representation of not only the distribution system flow components with the use of GridLAB-D, 

but also includes consideration of the upstream transmission system impacts in a dynamic 

ŦŜŜŘōŀŎƪ ƭƻƻǇ ǳǎƛƴƎ [[b[Ωǎ DǊƛŘ5ȅƴ ƳƻŘŜƭΦ ¢Ƙƛǎ ǇǊƻƧŜŎǘ ōŜƴŜŦƛǘǎ ŦǊƻƳ ǘƘŜ ǎƛƳǳƭǘŀƴŜƻǳǎ ǳǎŜ ƻŦ 

both power flow models that are coupled iƴǘƻ ǿƘŀǘΩǎ ŎŀƭƭŜŘ tŀǊDwL5Φ ¦ǎŜ ƻŦ ǘƘƛǎ ƳƻŘŜƭƛƴƎ 

framework will provide a more realistic view of impacts to both the distribution and 

transmission systems that system operators can potentially be used to assess current and 

future scenarios of enhanced DER adoption in California as well as aid in potential DER 

investment planning. 

Greenhouse Gas Emissions 

The state is keenly focused on doing all it can to meet the ambitious GHG targets for 2020 and 

2025 and have ensured that guiding work products like the CEC IEPR or the CAISO Long Term 

Procurement Plan as well as the DRPs issued by the utilities serve this goal. At the heart of the 

this project, DER-CAM is able to consider DER technologies that are aligned with reducing 
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emissions in the state as well as provide the underlying information required to quantify the 

resulting benefits. 

Alleviating the Duck Curve 

As previously mentioned, the large amount of rooftop solar PV in California is resulting in a 

daily load profile referred to as the proverbial duck curve. According to a recent report by NREL, 

the outlook through 2020 as forecasted by CAISO shows this load imbalance to continue to be 

accentuated as a result of continued growth in PV. The technological limitations of solar PV  and 

its reliance on hours of the day when the sun is available leads to the phenomenon of over-

generation in the afternoon when the sun is shining and a dramatic increase in net load after 

the sun sets (NREL 2015 ). This phenomenon highlights the need for flexible resources that the 

DRPs have stated should be able to quickly adjust to changes in grid conditions throughout the 

day. This project directly addresses this concern with consideration of various DER options that 

can help alleviate the steepness of the curve in the late afternoon at time. The inclusion of 

storage coupled with PV as a DER portfolio option is one example that considers the subset of 

customers that can participate in demand-response programs.  

Graphical User Interface 

The DRPs offer a geospatial mapping of DER forecasted capacity by technology type, providing a 

broad overview and perspective of the most attractive DER locations across the state that can 

be assessed from a web API. These maps were produced down to the feeder level across the 

service territory for two forecast years, 2020 and 2025. Prior to the DRPs, no visual depictions 

were publicly available that could provide such a broad overview of DER potential across the 

state while still displaying information down to the feeder level. In this project, enhanced 

geospatial visualization capabilities have been developed that can display this same level of 

information enhanced for both the distribution as well as transmission impacts from the 

various DER options, a significant enhancement to what was developed in the DRPs.  

Neutral perspective 

¢ƘŜ 5wtǎ ǘƘŀǘ ǿŜǊŜ ƛǎǎǳŜŘ ǳƴŘŜǊ ǘƘŜ ǎǘŀǘŜΩǎ t¦/ {ŜŎǘƛƻƴ тсф ŀǎ ŘƛǎŎǳǎǎŜŘ ƛƴ ǘƘƛǎ ǎŜŎǘƛƻƴ ǿŜǊŜ 

developed by each utility, albeit in coordination with other stakeholder entities. As such, it can 
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be argued that the results presented in each plan provide a biased perspective of DER capability 

and future potential. Although somewhat different in scope, this project offers a neutral 

perspective across all three major IOUs that can be used by stakeholders and policymakers to 

help make informed decisions about potential future DER investments. 
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Prototype Software Framework Demonstration 

To highlight the potential applications of the tool delivered by this project, the team carried out 

a demonstration study built around distinct use cases, as described in the following sections. 

Each of these use cases was evaluated considering different DER portfolio options to further 

illustrate the flexibility of the model. 

Use cases 

Use case 1: Estimating the aggregated deployment of DER 

The large-scale penetration of behind-the-meter DER in distribution networks has the potential 

to significantly impact bulk electric systems. These impacts are driven primarily by DER 

penetration levels (i.e., total installed capacity) as well as by how DER deployments are 

distributed throughout distribution networks. 

The first use case developed for the prototype software framework developed in this project 

targets the ability to quickly assess the large-scale potential for DER deployment based the cost-

effectiveness of behind-the-meter DER investments. 

This analysis is done considering how different customer classes are distributed over different 

service territories, and the cost-benefit analysis is performed individually for each customer 

class by leveraging the optimization capabilities available through DER-CAM. The optimization 

results are then aggregated to the feeder level, suggesting the potential for deployment of 

different DER. 

Use case 2: Estimating optimal DER locations with respect to DER impact on voltage stability 

The ongoing discussion on large-scale integration of DER in distribution networks is largely 

revolving around impacts that include frequency control, voltage stability, and reliability. These 

impacts are dependent not only of the nature, sizing, and dispatch of different DER, but also, 

and very importantly, on their location with respect to the grid. 

Given the integrated nature of the software framework developed in this project, behind-the-

meter DER investment and dispatch decisions can be translated directly into grid impacts by 

means of power flow studies that reflect changes in net loads introduced by behind-the-meter 






























